ETag: "1c04814dd73a832d0c6782570be68dd2"
accept: */*
authorization: LOW egIosupuQipGriwZ:REDACTED_BY_IA_S3
connection: close
content-length: 1842003
expect: 100-continue
host: s3.us.archive.org
user-agent: iFixitS3PHPClass
x-amz-acl: public-read
x-amz-auto-make-bucket: 1
x-amz-date: Fri, 01 Mar 2013 19:45:20 GMT
x-archive-interactive-priority: 1
x-archive-meta-author: Matt
x-archive-meta-date: 2013
x-archive-meta-description: Adding audio tags to touch sensors allows a visually impaired person to find the correct control on an enhanced audio player. This is implemented using Arduino boards interfaced with an Android mobile device. <a href="http://makeprojects.com/Project/Audio-Enhanced+Touch+Sensors+to+Help+the+Visually+Impaired/2017/1">See original source.</a>
x-archive-meta-device: Programming
x-archive-meta-difficulty: Moderate
x-archive-meta-language: eng
x-archive-meta-licenseurl: http://creativecommons.org/licenses/by-nc-sa/3.0/us/
x-archive-meta-mediatype: texts
x-archive-meta-sponsor: iFixit
x-archive-meta-subject: howto;make
x-archive-meta-title: Programming
x-archive-meta-type: How To
x-archive-meta-upload-date: Fri, 01 Mar 13 12:44:07 -0700
x-archive-meta-year: 2013
